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ANM 9 – CR2450 battery replacement  

for wireless push button BTU IP 110362 
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Konfigurace systému MDC V03 IP 
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1 RELATED DOCUMENTS  

Design and Installation Guide  MDC V04 IP  

User Manual MDCV04 IP  

2 ATTENTION  

Battery replacement instructions for the wireless push button  BTU IP with product code PK 110362,  MDC V04 IP system . When replacing the battery in the 

wireless push button , be careful not to damage the battery holder or tear off the battery holder away from the PCB. 

. 

 
Battery holder with upper "protrusions" for holding the battery is particularly prone to damage if the battery is replaced incorrectly. Therefore, if your wireless 

button is equipped with this type of battery holder, you must follow the recommended battery replacement procedure. A plastic tool for removing the battery 

is included in the wireless push button. 

 

3 BATTERY REPLACEMENT PROCEDURE  

A. Removing the old battery. 

 Unscrew the back of the wireless button (four T6 torx screws). 

 Take out the plastic tool for removing the battery. The tool is located on the side of the battery holder . 

 Insert the sharp point of the tool into the gap between the negative pole of the battery holder and the battery as deep as possible . 

 Press the tool slightly outwards and apply a slight upper pressure to the tool to release the battery on the negative side of the battery holder . The 

battery can now be easily removed . 

 

 

   

B. Inserting a new battery. 

 Insert the battery (type CR2450) at an angle into the battery holder so that the positive terminal of the battery is below the "protrusions" of the 

battery holder and push the free edge of the battery down and towards the positive pole of the battery holder  until the battery clicks into the 

holder . Take special care not to deform the "protrusions" of the battery holder. 

 Put back the plastic battery removal tool . 

 Screw on the back of the wireless button. 

 

 


