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® colour touch screen
® simple operation M ’ M
e modern technology éd\,

e variable modular system
e easy installation and maintenance ——

Programme for health service
e comfortable for users _— and social area



SIGNALLING SYSTEM MDC 5V05

The signalling system MDC SV05 is designed for health service
and social care, sanatoria, bathhouses, etc. Besides
standard signalling, the system can be expanded by call
elements which enable unilateral communication
towards clients, so-called central messages. The
system can work as one unit or independent
subsystems can be created by mere depression

of a push-button, if necessary; these systems

work completely independently. This function

can be used in all operations where

temporary stations of staff are used, for

example: during day duty.
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MDC SVO05 startup screen Main menu of the system Staff registration



SIGNALLING ELEMENTS

WALL-MOUNTED MAIN EXCHANGE
WALL-MOUNTED MAIN EXCHANGE
WITH TRANSMITTER

©® acoustic and well arranged operation
® acoustic and optical signalling
of individual calls
© display the address of the calling place
on the display unit
® system programming and configuration
® interception and cancellation of client's call
© interception and cancellation of alarm
® transmission of voice messages into
the system
© colour display
©® touch screen
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Bedside room

21411
Albert Novotny

SIGNALLING UNIT PARTICIPANT'S WALL SOCKET WITH P

@ option of staff registration @ option to transmit client's ca
© option to connect client’s elements @ option to connect call cor r
@ option to transmit client's call © the element is in
© option to transmit alarm

@ transmission of acoustic signals
in case of staff registration

MediCall 2



SIGNALLING ELEMENTS
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g SIGNALLING UNIT WITH TRANSMITTER \ M '

©® option of staff registration f
® option to connect arbitrary number of participant’s & - .
wall-sockets, push-buttons and pull cords !l
for emergency calls
® option to transmit client's call ~—
® option to transmit alarm i
o
([ J

transmission of acoustic signals in case w /
of staff registration g
transmission of central messages from the main exchange )

g__
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SIGNALLING UNIT WITH DISPLAY UNIT

© display the address of the calling
place on the display unit
© transmission of acoustic signals
in case of staff registration
@ option to connect arbitrary number
of participant's wall-sockets,
push-buttons and pull cords
for emergency calls
option of staff registration
option to transmit alarm
option to transmit client's call
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SIGNALLING ELEMENTS
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WIRELESS PUSH BUTTON

® used for wireless initiation
of client's call

©® the element is installed “)

as a peripheral part
of directed elements

EMERGENCY CALL PUSH-BUTTON

@ op
()
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SOUND DETECTOR PARTICIPA ALL SOCKE

@ transmission of optical and acoustic signal
towards staff, if the adjusted intensity of noise
in the room is exceeded

© the element is installed as a peri

of directed elements
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CALL CORD FOR EMERGENCY CALL

® option to transmit client's call
© connected into the participant's wall
socket or participant’s wall socket with push-button

PNEUMATIC SWITCH
OF EMERGENCY CALL
WALL SOCKET OF
PNEUMATIC SWITCH
OF EMERGENCY CALL

© option to transmit
client's call

© the element is installed

as a peripheral part

of directed elements

LAMP
DIRECTION LAMP

optical signalling as per




HEALTH SERVICE

BEDSIDE ROOM WORKPLACE OF NURSES BEDSIDE ROOM INSPECTION ROOM

@ Signalling unit
@ Wall-mounted main exchange with display unit 5%

- signalling unit is placed inside the room
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FUNCTIONAL OPTIONS AND
ADVANTAGES OF THE SYSTEM MDC SVO05: ZPT Vigantice spol. s.r.o.

colour touch screen

initiation of client s call towards staff The company ZPT Vigantice spol. s r.o. is a well-established manufacturer
transmission of client’s call to the place of staff registration and supplier of communication and signalling systems for health service as
optical signalling above doors of rooms well as for social sphere. These products have been delivered to the market
option to transmit voice messages into the system since the year 1993 within the type series MediCall. The company is mainly
acoustic and optical signalling on elements for staff fogused on the following priorities: quality, relia'lbility' and' mainly
display the address of the calling place on the main exchange's display unit satisfaction of customers. Activity of the company is mainly aimed at

technical development which is immediately applied in practice, which
makes it possible to satisfy specific as well as atypical requirements and
needs of users. MediCall systems operate successfully in hundreds of health
service facilities and social care facilities in the Czech Republic as well as
abroad at present. A matter of course is represented by comprehensive,
well-developed customer's service which includes counselling in
preparation of capital expenditure projects, specialized consultations,

display the address of the calling place on the display unit of peripheral elements
registration of staff on elements designed to do so

option to cause medical alarm

night operation

decentralization of the system into several subgroups (a form of combined operation)
comfortable programming of the system

simple and well arranged operation preparation of contract documents, implementation of turn-key deliveries,
implementation of two-way talking connection with entrance unit training, qualified guarantee and after-guarantee servicing or periodic
control of electric locks preventive checks.
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Vigantice 266, 75661 Roznov pod Radhostém

Tel.: +420 571 757 334, Mobile: +420 734 259 679
Fax: +420 571 757 349
E-mail: medicall@zptvigantice.cz, www.zptvigantice.cz

GPS Loc: 49°26'32.312"N, 18°11'22.538"E




