
communications systems 
for health service and social area

NURSE CALL SYSTEM 
MDC V04 IP

• � connection to LAN
•  �VoIP communication
•  �self-diagnostic function
• � remote administration via Internet
• � system diagnostics via Internet
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VS IP 110150
call cord IP

ZU IP 110190
user´s socket IP

TNV IP 110400
emergency call push 
button IP

TTNV IP 110411
emergency call pull cord 
with push button IP

SV IP 110441
lamp IP

KT10 IP 110202
communication terminal 10“ IP

TP IP 110015
staff terminal IP

SJD IP 110331
staff unit with display IP

VRT IP 110820
call and cancel button IP

TPS IP 110230
signalling staff terminal IP
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BTU IP 
110361
wireless push 
button IP

ZVST IP 110165
socket for VS with push 
button IP

TANV IP 110410
emergency call pull cord IP

PS IP 110420
pneumatic switch of 
emergency call IP

NURSE CALL SYSTEM MDC V04 IP

ZPS IP 110430
socket for PS IP

upravit

ZUR IP 110142
user´s bracket unit 
with loudspeaker IP

LJD IP 110100
bedside unit with 
display IP

SIJD IP 110260
signalling unit with display IP

SIJ IP 110250
signalling unit IP
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KJD IP 110320
communication unit  
with display IP

KJ IP 110310
communication unit IP

VKJ IP 110281
entrance communication unit IP

LJ IP 110116
bedside unit IP

NURSE CALL SYSTEM MDC V04 IP



317/2
30 Peter Smith

306/1 Jack Sellers

302/3 David Mason

information monitor  IP   

management  
centre VoIP

camera IP

entrance  
communication unit IP

RFID staff  
registration card

RFID registration

emergency call units IP

bedside unit IP

TV

communication unit 
with display  IP

user´s bracket unit  
with loudspeaker IP  

NURSE CALL SYSTEM MDC V04 IPNURSE CALL SYSTEM MDC V04 IP

bedside unit  
with display IP

switch ZPT

RFID  
wristband

ICU: Room 206
Peter Newman

NeuroA: Dining room 312
Helen Smith

NeuroB: Entrance 101
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RFID registration

RFID registration

option to connect  
third-party devices

wireless staff unit IPstaff unit with  
display IP

text  
pager 

staff unit  
smartphone

staff  
terminal IP

communication 
terminal IP

signalling  
unit IP

signalling unit 
with display IP

direction lamp IP

wireless push  
button IP

switch ZPT switch ZPT
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TV  
interface
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ČSN EN ISO 9001:2016
ČSN EN ISO 14001:2016

09/2024

ZPT Vigantice spol. s r.o.
Vigantice 266, 756 61 Rožnov pod Radhoštěm
Tel.: +420 571 757 330 (346)
E-mail: obchod@zptvigantice.cz 
 www.zptvigantice.cz

GPS Loc: 49°26‘32.312“N, 18°11‘22.538“E

FUNCTIONAL OPTIONS AND ADVANTAGES OF THE SYSTEM:FUNCTIONAL OPTIONS AND ADVANTAGES OF THE SYSTEM:
•	 the system works on the basis of voice transmission VoIP 
•	 remote administration and configuration, system upgrade, diagnostics, and monitoring via the internet (professional service is only required for system interventions)
•	 detection of defective or disconnected units including the transmission of the information on smartphone
•	 back-up of data and their protection in case of the network failure
•	 integration with other systems – EPS, NIS, CYGNUS…
•	 implementation of camera systems and detection gates
•	 option to equip the devices with an RFID module for staff identification (staff registration, opening of electric locks)
•	 archiving of all client calls and staff registrations with the option to view them on a staff terminal or through a web browser
•	 option for automatic or manual decentralization of the system into independent subsystems
•	 non-destructive connectors of client‘s units
•	 displaying of data on clients and staff movement on a staff terminal screen with a well-arranged 12‘‘ touch display
•	 option to input information about the care provided to individual clients via a touch communication terminal placed in the clients‘ rooms, including medication, nursing tasks,  
	 therapies, etc., and subsequently reporting of this care using third-party software (CYGNUS, etc.)
•	 reception of messages from the staff terminal in a selected room or in all rooms (central message) 
•	 direct dialling of clients according to their names or dialling of clients according to their room numbers and bed numbers
•	 indication of calling signals by acoustic signal in places where staff is present 
•	 talking connection among arbitrary communication elements within the system
•	 voice navigation, transfer of information  about the caller over to the communication unit 
•	 loud and discrete talking connection between the healthcare staff and clients
•	 option to use wireless components for both staff and clients (wireless push button IP, smartphone with ZPT VOX app, wireless staff unit IP, pager)
•	 listening to diverting programmes (radio, TV broadcasts, audio transmission from a common room or chapel)
•	 TV, Venetian blinds or Internet radio controlled via the client‘s bedside unit
•	 an option to interconnect automatically a telephone call from public telephone networks to the client‘s bed 
•	 audio and video door entry control,  control of electric locks through staff elements
•	 option to activate an emergency call from the monitored garden using a wireless push button
•	 option to implement a shock and fall sensor into the wireless push button
•	 option to connect third-party devices via the socket for external device with an RJ12 connector (door contacts, fire alarm systems, breath monitors, detection gates,  
	 and other signaling or sensors)
•	 self-diagnostic functions and automatic software upgrade
•	 option to to connect a wide range of wireless client elements


